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O  +1 604 273 2665  
T   +1 844 455 4448  
W  cooledgelighting.com

Cooledge Lighting Inc. 
110-13551 Commerce Parkway  
Richmond, BC  V6V 2L1 Canada

Cooledge Lighting reserves the right to change materials or modify the design of its product without 
notification as part of the company’s continuing product improvement program.

GENERAL LIGHTING - LINEAR

SPECIFICATION SHEET

C-GENERAL-LIN LP1-2

APPLICATION

• Recessed linear points (non-IC ceilings)
• 500mA (MF) or 1050mA (HF) DC LED remote power supply
• For indoor use only

(available only when ordered with a Cooledge Specialty Illumination Solution)

PHOTOMETRIC

Light Source:
• MF = 2 x 1.4W = 2.8W (500mA)
• HF = 2x 3.1W = 6.2W (1050mA)
• CRI: >90

MECHANICAL

Dimensions:  
• Length = 3-11/16” (94mm); Width = 2” (50mm); Height = 2-1/4” (58mm) 
• IP Rating: IP20
• Weight: 0.4lbs (0.18kg)

FINISH COLOR

Add your selection using the following codes:
• B-B – Black + Black
• B-W – Black + White
• B-C – Black + Chrome
• B-MMAT – Black + Gold Matte
• W-B – White + Black
• W-W – White + White
• W-C – White + Chrome
• W-MMAT – White + Gold Matte

ELECTRICAL

• Remote Power Supply: 500mA DC or 1050mA DC (contact 
Cooledge for ordering information)

MOUNTING

• Cut Out Size: 3"-5/16 x 1"-9/16 (84mm x 40mm)

ACCESSORIES

Beam 
Angle

931

3000K 3500K

Source 
Lumens

Delivered 
Lumens 

(MF)

Delivered 
Lumens 

(HF)
Order Code

Source 
Lumens

Delivered 
Lumens 

(MF)

Delivered 
Lumens 

(HF)
Order Code

16° (SP) 314/592 258 487 C-6 424 213 02 931 326/616 267 507 C-6 424 213 02 951

32° (FL) 314/592 232 439 C-6 424 213 02 932 326/616 241 457 C-6 424 213 02 952

46° (FL) 314/592 185 348 C-6 424 213 02 933 326/616 192 362 C-6 424 213 02 953

Application 
Finishing section to be used with remote power supply    
For indoor use only
Non-insulated ceiling installation

Color Finish
B - Black
C - Chromed
MMAT - Gold Matt
W - White

Light Source
Two Max. 3.1W LED included

Delivered Lumens
3500K(1)  - Lens SP-16°- 267lm at 500mA / 507lm at 1050mA 
3500K(1)  - Lens FL-32°- 241lm at 500mA / 457lm at 1050mA
3500K(1)  - Lens WFL-46°- 192lm at 500mA / 362lm at 1050mA
3000K(1)  - Lens SP-16°- 258lm at 500mA / 487lm at 1050mA
3000K(1)  - Lens FL-32°- 232lm at 500mA / 439lm at 1050mA
3000K(1)  - Lens WFL-46°- 185lm at 500mA / 348lm at 1050mA
2700K(1)  - Lens SP-16°- 272lm at 500mA / 474lm at 1050mA
2700K(1)  - Lens FL-32°- 226lm at 500mA / 427lm at 1050mA
2700K(1)  - Lens WFL-46°- 181lm at 500mA / 338m at 1050mA
 
Power Supply
Remote Installation

Specification features
Pre-installed springs for easy installation
Suitable for dry and damp location
Weight: 0.4lbs

Dimensions
Ceiling Cut out: 3"-5/16 x 1"-9/16 

(1)Values based on 3000K - Lens SP-16°

CRI > 90 DOT.COM L2 ST

3000
K

2 x LED [Y] 1.4W / 157lm / 500mA
2 x LED [Y] 3.1W / 296lm / 1050mA  

2700
K

2 x LED [Y] 1.4W / 153lm / 500mA
2 x LED [Y] 3.1W / 288lm / 1050mA  
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 Project Name

 Type/Quantity

Specification sheet DOT.COM ST

NON ADJUSTABLE
0.4   IP20   DAMP

REQUIREMENT
LED POWER SUPPLY 500 / 1050mA-DC                              (Remote)

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

LENS
SP
16°

6 424 213 02 921 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

LENS
FL
32°

6 424 213 02 922 

LENS
WFL
46°

6 424 213 02 923

 max. 1"-3/163"-5/16 x 1”-9/16 x 2"-7/16

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 931 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 932 

6 424 213 02 933
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

3500
K

2 x LED [Y] 1.4W / 163lm / 500mA
2 x LED [Y] 3.1W / 308lm / 1050mA  

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

6 424 213 02 951 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 952 

6 424 213 02 953
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

50mm
2”

58mm
2”-1/4

94mm
3”-11/16

80mm
3”-1/8

Conforms to ANSI/UL Std. 2108
Cert. to CAN/CSA Std. 22.2 No. 250.0

Application 
Finishing section to be used with remote power supply    
For indoor use only
Non-insulated ceiling installation

Color Finish
B - Black
C - Chromed
MMAT - Gold Matt
W - White

Light Source
Two Max. 3.1W LED included

Delivered Lumens
3500K(1)  - Lens SP-16°- 267lm at 500mA / 507lm at 1050mA 
3500K(1)  - Lens FL-32°- 241lm at 500mA / 457lm at 1050mA
3500K(1)  - Lens WFL-46°- 192lm at 500mA / 362lm at 1050mA
3000K(1)  - Lens SP-16°- 258lm at 500mA / 487lm at 1050mA
3000K(1)  - Lens FL-32°- 232lm at 500mA / 439lm at 1050mA
3000K(1)  - Lens WFL-46°- 185lm at 500mA / 348lm at 1050mA
2700K(1)  - Lens SP-16°- 272lm at 500mA / 474lm at 1050mA
2700K(1)  - Lens FL-32°- 226lm at 500mA / 427lm at 1050mA
2700K(1)  - Lens WFL-46°- 181lm at 500mA / 338m at 1050mA
 
Power Supply
Remote Installation

Specification features
Pre-installed springs for easy installation
Suitable for dry and damp location
Weight: 0.4lbs

Dimensions
Ceiling Cut out: 3"-5/16 x 1"-9/16 

(1)Values based on 3000K - Lens SP-16°

CRI > 90 DOT.COM L2 ST

3000
K

2 x LED [Y] 1.4W / 157lm / 500mA
2 x LED [Y] 3.1W / 296lm / 1050mA  

2700
K

2 x LED [Y] 1.4W / 153lm / 500mA
2 x LED [Y] 3.1W / 288lm / 1050mA  
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PROJECT INFO

 Date

 Client

 
 Project Name

 Type/Quantity

Specification sheet DOT.COM ST

NON ADJUSTABLE
0.4   IP20   DAMP

REQUIREMENT
LED POWER SUPPLY 500 / 1050mA-DC                              (Remote)

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

LENS
SP
16°

6 424 213 02 921 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

LENS
FL
32°

6 424 213 02 922 

LENS
WFL
46°

6 424 213 02 923

 max. 1"-3/163"-5/16 x 1”-9/16 x 2"-7/16

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 931 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 932 

6 424 213 02 933
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

3500
K

2 x LED [Y] 1.4W / 163lm / 500mA
2 x LED [Y] 3.1W / 308lm / 1050mA  

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

6 424 213 02 951 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 952 

6 424 213 02 953
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

50mm
2”

58mm
2”-1/4

94mm
3”-11/16

80mm
3”-1/8

Conforms to ANSI/UL Std. 2108
Cert. to CAN/CSA Std. 22.2 No. 250.0

Application 
Finishing section to be used with remote power supply    
For indoor use only
Non-insulated ceiling installation

Color Finish
B - Black
C - Chromed
MMAT - Gold Matt
W - White

Light Source
Two Max. 3.1W LED included

Delivered Lumens
3500K(1)  - Lens SP-16°- 267lm at 500mA / 507lm at 1050mA 
3500K(1)  - Lens FL-32°- 241lm at 500mA / 457lm at 1050mA
3500K(1)  - Lens WFL-46°- 192lm at 500mA / 362lm at 1050mA
3000K(1)  - Lens SP-16°- 258lm at 500mA / 487lm at 1050mA
3000K(1)  - Lens FL-32°- 232lm at 500mA / 439lm at 1050mA
3000K(1)  - Lens WFL-46°- 185lm at 500mA / 348lm at 1050mA
2700K(1)  - Lens SP-16°- 272lm at 500mA / 474lm at 1050mA
2700K(1)  - Lens FL-32°- 226lm at 500mA / 427lm at 1050mA
2700K(1)  - Lens WFL-46°- 181lm at 500mA / 338m at 1050mA
 
Power Supply
Remote Installation

Specification features
Pre-installed springs for easy installation
Suitable for dry and damp location
Weight: 0.4lbs

Dimensions
Ceiling Cut out: 3"-5/16 x 1"-9/16 

(1)Values based on 3000K - Lens SP-16°

CRI > 90 DOT.COM L2 ST

3000
K

2 x LED [Y] 1.4W / 157lm / 500mA
2 x LED [Y] 3.1W / 296lm / 1050mA  

2700
K

2 x LED [Y] 1.4W / 153lm / 500mA
2 x LED [Y] 3.1W / 288lm / 1050mA  
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PROJECT INFO

 Date

 Client

 
 Project Name

 Type/Quantity

Specification sheet DOT.COM ST

NON ADJUSTABLE
0.4   IP20   DAMP

REQUIREMENT
LED POWER SUPPLY 500 / 1050mA-DC                              (Remote)

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

LENS
SP
16°

6 424 213 02 921 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

LENS
FL
32°

6 424 213 02 922 

LENS
WFL
46°

6 424 213 02 923

 max. 1"-3/163"-5/16 x 1”-9/16 x 2"-7/16

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 931 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 932 

6 424 213 02 933
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

3500
K

2 x LED [Y] 1.4W / 163lm / 500mA
2 x LED [Y] 3.1W / 308lm / 1050mA  

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

6 424 213 02 951 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 02 952 

6 424 213 02 953
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

50mm
2”

58mm
2”-1/4

94mm
3”-11/16

80mm
3”-1/8

Conforms to ANSI/UL Std. 2108
Cert. to CAN/CSA Std. 22.2 No. 250.0

Beam angles available: 16° (SP) 
shown, 32° (FL) shown, 46° (FL)
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GENERAL LIGHTING - LINEAR

SPECIFICATION SHEET

C-GENERAL-LIN LP1-4

APPLICATION

• Recessed linear points (non-IC ceilings)
• 500mA DC LED remote power supply
• For indoor use only

(available only when ordered with a Cooledge Specialty Illumination Solution)

PHOTOMETRIC

• Light Source: 4 x 1.4W = 5.6W (500mA)
• CRI: >90

MECHANICAL

Dimensions:  
• Length = 6-1/16” (154mm); Width = 2” (50mm); Height = 2-1/4” (58mm) 
• IP Rating: IP20
• Weight: 0.9lbs (0.41kg)

FINISH COLOR

Add your selection using the following codes:
• B-B –Black + Black
• B-W –Black + White
• B-C –Black + Chrome
• B-MMAT –Black + Gold Matte
• W-B –White + Black
• W-W –White + White
• W-C –White + Chrome
• W-MMAT – White + Gold Matte

ELECTRICAL

• Remote Power Supply: 500mA DC (contact Cooledge for 
ordering information)

MOUNTING

• Cut Out Size: 12"-1/4” x 1"-9/16 (311mm x 40mm)

ACCESSORIES

Beam 
Angle 931

3000K 3500K

Source 
Lumens

Delivered 
Lumens (HF)

Order Code
Source 
Lumens

Delivered 
Lumens (HF)

Order Code

14° (SP) 628 459 C-6 424 213 04 931 652 476 C-6 424 213 04 951

32° (FL) 628 460 C-6 424 213 04 932 652 477 C-6 424 213 04 952

49° (FL) 628 352 C-6 424 213 04 933 652 469 C-6 424 213 04 953

(1)Values based on 3000K - Lens SP-16°
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 Project Name

 Type/Quantity

CRI > 90 DOT.COM L4 ST

3000
K

4 x LED [Y] 1.4W / 157lm / 500mA
4 x LED [Y] 3.1W / 296lm / 1050mA  

2700
K

4 x LED [Y] 1.4W / 153lm / 500mA
4 x LED [Y] 3.1W / 288lm / 1050mA  

Specification sheet DOT.COM ST

NON ADJUSTABLE
0.9   IP20   DAMP

REQUIREMENT
LED POWER SUPPLY 500 / 1050mA-DC (Remote)

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

LENS
SP
16°

6 424 213 04 921 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

LENS
FL
32°

6 424 213 04 922 

LENS
WFL
46°

6 424 213 04 923

 max. 1"-3/166"-1/4 x 1”-9/16 x 2"-7/16

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 931 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 932 

6 424 213 04 933
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

3500
K

4 x LED [Y] 1.4W / 163lm / 500mA
4 x LED [Y] 3.1W / 308lm / 1050mA  

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

6 424 213 04 951 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 952 

6 424 213 04 953
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT Application 
Finishing section to be used with remote power supply    
For indoor use only
Non-insulated ceiling installation

Color Finish
B - Black
C - Chromed
MMAT - Gold Matt
W - White

Light Source
Four Max. 3.1W LED included

Delivered Lumens
3500K(1)  - Lens SP-16°- 541lm at 500mA / 1018lm at 1050mA 
3500K(1)  - Lens FL-32°- 469lm at 500mA / 893lm at 1050mA
3500K(1)  - Lens WFL-46°- 372lm at 500mA / 708lm at 1050mA
3000K(1)  - Lens SP-16°- 512lm at 500mA / 978lm at 1050mA
3000K(1)  - Lens FL-32°- 452lm at 500mA / 858lm at 1050mA
3000K(1)  - Lens WFL-46°- 358lm at 500mA / 680lm at 1050mA
2700K(1)  - Lens SP-16°- 508lm at 500mA / 952lm at 1050mA
2700K(1)  - Lens FL-32°- 441lm at 500mA / 835lm at 1050mA
2700K(1)  - Lens WFL-46°- 349lm at 500mA / 662m at 1050mA
 
Power Supply
Remote Installation

Specification features
Pre-installed springs for easy installation
Suitable for dry and damp location
Weight: 0.9lbs

Dimensions
Ceiling Cut out: 12"-1/4 x 1"-9/16 

50mm
2”

58mm
2”-1/4

168mm
6”-5/8

154mm
6”-1/16

Conforms to ANSI/UL Std. 2108
Cert. to CAN/CSA Std. 22.2 No. 250.0

(1)Values based on 3000K - Lens SP-16°
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 Client

 
 Project Name

 Type/Quantity

CRI > 90 DOT.COM L4 ST

3000
K

4 x LED [Y] 1.4W / 157lm / 500mA
4 x LED [Y] 3.1W / 296lm / 1050mA  

2700
K

4 x LED [Y] 1.4W / 153lm / 500mA
4 x LED [Y] 3.1W / 288lm / 1050mA  

Specification sheet DOT.COM ST

NON ADJUSTABLE
0.9   IP20   DAMP

REQUIREMENT
LED POWER SUPPLY 500 / 1050mA-DC (Remote)

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

LENS
SP
16°

6 424 213 04 921 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

LENS
FL
32°

6 424 213 04 922 

LENS
WFL
46°

6 424 213 04 923

 max. 1"-3/166"-1/4 x 1”-9/16 x 2"-7/16

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 931 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 932 

6 424 213 04 933
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

3500
K

4 x LED [Y] 1.4W / 163lm / 500mA
4 x LED [Y] 3.1W / 308lm / 1050mA  

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

6 424 213 04 951 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 952 

6 424 213 04 953
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT Application 
Finishing section to be used with remote power supply    
For indoor use only
Non-insulated ceiling installation

Color Finish
B - Black
C - Chromed
MMAT - Gold Matt
W - White

Light Source
Four Max. 3.1W LED included

Delivered Lumens
3500K(1)  - Lens SP-16°- 541lm at 500mA / 1018lm at 1050mA 
3500K(1)  - Lens FL-32°- 469lm at 500mA / 893lm at 1050mA
3500K(1)  - Lens WFL-46°- 372lm at 500mA / 708lm at 1050mA
3000K(1)  - Lens SP-16°- 512lm at 500mA / 978lm at 1050mA
3000K(1)  - Lens FL-32°- 452lm at 500mA / 858lm at 1050mA
3000K(1)  - Lens WFL-46°- 358lm at 500mA / 680lm at 1050mA
2700K(1)  - Lens SP-16°- 508lm at 500mA / 952lm at 1050mA
2700K(1)  - Lens FL-32°- 441lm at 500mA / 835lm at 1050mA
2700K(1)  - Lens WFL-46°- 349lm at 500mA / 662m at 1050mA
 
Power Supply
Remote Installation

Specification features
Pre-installed springs for easy installation
Suitable for dry and damp location
Weight: 0.9lbs

Dimensions
Ceiling Cut out: 12"-1/4 x 1"-9/16 

50mm
2”

58mm
2”-1/4

168mm
6”-5/8

154mm
6”-1/16

Conforms to ANSI/UL Std. 2108
Cert. to CAN/CSA Std. 22.2 No. 250.0

(1)Values based on 3000K - Lens SP-16°
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PROJECT INFO

 Date

 Client

 
 Project Name

 Type/Quantity

CRI > 90 DOT.COM L4 ST

3000
K

4 x LED [Y] 1.4W / 157lm / 500mA
4 x LED [Y] 3.1W / 296lm / 1050mA  

2700
K

4 x LED [Y] 1.4W / 153lm / 500mA
4 x LED [Y] 3.1W / 288lm / 1050mA  

Specification sheet DOT.COM ST

NON ADJUSTABLE
0.9   IP20   DAMP

REQUIREMENT
LED POWER SUPPLY 500 / 1050mA-DC (Remote)

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

LENS
SP
16°

6 424 213 04 921 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

LENS
FL
32°

6 424 213 04 922 

LENS
WFL
46°

6 424 213 04 923

 max. 1"-3/166"-1/4 x 1”-9/16 x 2"-7/16

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 931 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 932 

6 424 213 04 933
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

3500
K

4 x LED [Y] 1.4W / 163lm / 500mA
4 x LED [Y] 3.1W / 308lm / 1050mA  

LENS
SP
16°

LENS
FL
32°

LENS
WFL
46°

6 424 213 04 951 
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

6 424 213 04 952 

6 424 213 04 953
 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT 

 = B-W / B-C / B-MMAT / W-B / W-C / W-MMAT Application 
Finishing section to be used with remote power supply    
For indoor use only
Non-insulated ceiling installation

Color Finish
B - Black
C - Chromed
MMAT - Gold Matt
W - White

Light Source
Four Max. 3.1W LED included

Delivered Lumens
3500K(1)  - Lens SP-16°- 541lm at 500mA / 1018lm at 1050mA 
3500K(1)  - Lens FL-32°- 469lm at 500mA / 893lm at 1050mA
3500K(1)  - Lens WFL-46°- 372lm at 500mA / 708lm at 1050mA
3000K(1)  - Lens SP-16°- 512lm at 500mA / 978lm at 1050mA
3000K(1)  - Lens FL-32°- 452lm at 500mA / 858lm at 1050mA
3000K(1)  - Lens WFL-46°- 358lm at 500mA / 680lm at 1050mA
2700K(1)  - Lens SP-16°- 508lm at 500mA / 952lm at 1050mA
2700K(1)  - Lens FL-32°- 441lm at 500mA / 835lm at 1050mA
2700K(1)  - Lens WFL-46°- 349lm at 500mA / 662m at 1050mA
 
Power Supply
Remote Installation

Specification features
Pre-installed springs for easy installation
Suitable for dry and damp location
Weight: 0.9lbs

Dimensions
Ceiling Cut out: 12"-1/4 x 1"-9/16 

50mm
2”

58mm
2”-1/4

168mm
6”-5/8

154mm
6”-1/16

Conforms to ANSI/UL Std. 2108
Cert. to CAN/CSA Std. 22.2 No. 250.0

Beam angles available: 14° (SP) 
shown, 32° (FL) shown, 49° (FL)


